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This instruction implements Air Force Policy Directive (AFPD) 21-1, Managing Aerospace Equipment
Maintenance and Air Force Instruction (AFI) 21-101, Aerospace Equipment Maintenance Management.
It establishes procedures and requirements for A-10 aircraft acceptance inspections. Commander, mainte-
nance supervisors and maintenance personnel will ensure compliance with the procedures and require-
ments outlined in this instruction. This instruction applies to maintenance activities within the 442d
Fighter Wing (442 FW). 

SUMMARY OF REVISIONS

This revision changes or deletes office symbols; in addition to deleting requirement for Plans, Scheduling
and Documentation (PS&D) to plan an acceptance inspection meeting. It also deletes the requirement for
Avionics Flight since Specialist Flight now accomplishes the tasks. A bar ( | ) indicates a revision from the
previous edition. 

1.  Procedures. A-10 aircraft will have an acceptance inspection immediately after possession (delivery
and or pick up) of aircraft has been accomplished. An exception would be if an aircraft arrives at this sta-
tion with in-flight discrepancies. The acceptance inspection will not start until the applicable shop can
have a chance to perform normal troubleshooting procedures. 

2.  Responsibilities.  

2.1.  Plans and Scheduling (P&S) and the aircraft crew chief will review all aircraft maintenance doc-
uments for accuracy and completion. This review will include time change items (TCI), special
inspections (SI), time compliance technical orders (TCTO), Class One Modifications and any
one-time inspections. All personnel involved with the acceptance inspection will document any miss-
ing, configured, or damaged equipment end items on the Air Force Technical Order (AFTO) Informa-
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tion Management Tool (IMT) 781A, Maintenance Discrepancy and Work Document, and the
Maintenance Information System (MIS). All discrepancies believed to be the result of work require-
ments or improper maintenance procedures by the depot facility will be reported to Quality Assurance
(QA). The following tasks are applicable for all aircraft returning from an Analytical Condition
Inspection (ACI), Programmed Depot Maintenance (PDM), paint or newly assigned aircraft unless
otherwise stated. 

2.2.  PS&D Section: 

2.2.1.  Load into the MIS all TCTOs, TCIs, SIs, and any one-time inspections overdue immedi-
ately upon aircraft possession and receipt of records. 

2.2.2.  Load applicable acceptance inspection job standard number (JST) into the MIS. 

2.2.3.  Monitor the aircraft Technical Order (T.O.) 1A-10A-21, Aircraft Inventory Record Master
Guide, (-21) equipment transfers, notify applicable work center and QA of shortages. 

2.3.  Aircraft Maintenance Squadron will: 

2.3.1.  Appoint a dedicated mechanic who will submit preplans to the applicable flight chief, no
later than 1300 hours prior to the day that the maintenance support is required. 

2.3.2.  Close out incoming AFTO IMT 781 series and transcribe all open discrepancies into the
MIS as required. 

2.3.3.  Monitor all maintenance performed insuring the aircraft IMTs and the MIS entries are doc-
umented for completion. 

2.3.4.  De-panel the aircraft (as required) for acceptance inspection. 

2.3.5.  Perform acceptance inspection as directed by regulations, technical data, and command
directives. 

2.3.6.  Perform inspection to the extent needed to cover all portions of the aircraft where mainte-
nance was conducted by the transferring organization. 

2.3.7.  Inventory aircraft -21 equipment and assist QA in performing weight and balance. 

2.3.8.  Notify QA and sign off the acceptance inspection on the IMT and the MIS when complete. 

2.4.  Propulsion Flight/Engine Management: 

2.4.1.  Check engine Turbine Engine Monitoring System (TEMS) trending and diagnostic data for
any problems or water wash requirements, insure any discrepancies or requirements are scheduled
during the acceptance inspection. 

2.4.2.  Verify serial numbers of installed engines and auxiliary power unit. 

2.5.  Repair and Reclamation: Verify the AFTO IMT 95, Significant Historical Data, and other
records for flight control rigging data. 

2.6.  Egress: 

2.6.1.  If the seat was removed: 

2.6.1.1.  Remove the seat and inspect for condition. 

2.6.1.2.  Verify serial numbers and service life dates of time change items. 
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2.6.2.  Inspect canopy jettison system explosive components for condition and verify serial num-
bers and service life dates. 

2.6.3.  If the seat was not removed: Perform in-depth Egress Final Inspection in accordance with
(IAW) applicable T.O. 

2.7.  Life Support: If life support items were removed or installed by anyone other than 442 FW per-
sonnel: 

2.7.1.  Remove parachute or survival kit and perform required inspection/inventory. 

2.7.2.  Verify all serial numbers and service life dates for all life sustaining time change items. 

2.8.  Survival Equipment: If life support items were removed or installed by anyone other than 442
FW personnel: 

2.8.1.  Inspect/repack parachute and drogue chute IAW applicable T.O. 

2.8.2.  Verify all serial numbers and service life dates for all life sustaining time change items. 

2.9.  Armament Flight: 

2.9.1.  Comply with any overdue off-equipment special inspections on the weapons system IAW
applicable T.O. 

2.9.2.  Verify part number/serial number of the bomb racks and gun. 

2.10.  Specialist Flight: 

2.10.1.  Inspect safety wire and connectors for the radar altimeter in accordance with applicable
T.O.s. 

2.10.2.  Install classified components IAW applicable T.O.s. 

2.10.3.  Verify part number/serial numbers of avionics components. 

2.10.4.  Order classified components for newly assigned aircraft IAW applicable T.O.s. 

2.11.  Structural Shop: 

2.11.1.  Inspect airframe for corrosion and condition of paint then document in the MIS as
required. 

2.11.2.  Apply unit markings as required. 

2.11.3.  Apply protective tape as required IAW applicable T.O. 

2.12.  Quality Assurance: 

2.12.1.  Comply with the Chart “A” equipment inventory using airplane general (APG) and spe-
cialist personnel of the respective systems. T.O.s 1-1B-50, Weight and Balance Data, and
1A-10A-5, Basic Weight Checklist and Loading Data, will be utilized as a guide to comply with
this inventory/inspection requirement. A red dash entry will be entered into the aircraft AFTO
IMT 781A to reflect that the “Chart A” needs to be checked/updated before flight. 

2.12.2.  Reviews the aircraft 781 binder for discrepancies found during the acceptance inspection
and prepares a deficiency report in accordance with T.O. 00-35D-54, USAF Deficiency Reporting
and Investigating System. The report will list critical, major, and all other discrepancies. 
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2.12.3.  Schedule a functional check flight on all newly assigned aircraft, upon completion of the
Acceptance Inspection. 

3.  Adopted or Prescribed IMTs  

3.1.  Adopted. AFTO IMT 95, Significant Historical Data; AFTO IMT 781A, Maintenance Dis-
crepancy and Work Document. 

3.2.  Prescribed. No IMTs are prescribed by this instruction. 

PATRICK A. CORD,  Colonel, USAFR 
Commander 
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GLOSSARY OF REFERENCES AND SUPPORTING INFORMATION 

References 

AFPD 21-1, Managing Aerospace Equipment Maintenance 

AFI 21-101, Aerospace Equipment Maintenance Management 

T.O. 00-35D-54, USAF Deficiency Reporting and Investigating System 

T.O. 1-1B-50, Weight and Balance Data 

T.O. 1A-10A-5, Basic Weight Checklist and Loading Data 

T.O. 1A-10A-21, Aircraft Inventory Record Master Guide 

Abbreviations and Acronyms 

ACI—Analytical Condition Inspection 

AFI—Air Force instruction 

AFPD—Air Force policy directive 

AFTO—Air Force technical order 

IAW—in accordance with 

IMT—information management tool 

JST—job standard number 

MIS—Maintenance Information System 

PDM—Programmed Depot Maintenance 

P&S—Plans and Scheduling 

PS&D—Plans, Scheduling and Documentation 

QA—Quality Assurance 

SI—special inspection 

TCI—time change item 

TCTO—time compliance technical order 

TEMS—Turbine Engine Monitoring System 

T.O.—technical order 
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